
www.engocontrols.com

WIRING DIAGRAM - ECB62ZB

Wireless Control Box for Underfloor Heating System

LEGEND

Battery powered

Input terminals

Occupancy sensor or ON/OFF contact

Boiler - Boiler connection * - Boiler’s contacts 
for ON/OFF thermostat (according to the boiler’s 
instructions)

Heating modeFuse

230V AC voltage output

Voltage-free output

Pump

Ground (electricity)

Temperature sensor

Valve actuator

Thermoelectric actuator

Wireless communication

S1, S2

S

COM, NO, NC

SLE30NC

230V AC power supplyL, N

PE

Actuator Actuator Actuator
E30NC230 E30NC230 E30NC230

max 6 
per zone

max 6 
per zone

max 6 
per zone

or or

BATTERY
 e.g. EASY/

E901

THERMOSTATTHERMOSTAT 230V

 e.g.  E10
THERMOSTAT ZIGBEE

 e.g.  EONE
INTERNET GATEWAY

EGATEZB

CONTROL BOX
 ECB62ZB

1 - 6 zones
wireless

zone B
wired

zone A
wired

boiler

pump

    

 

connection  
boiler*

ZigBee
ZigBee

ZigBee

N

N N N

NL LSLA

SLA SLB SL1

SLB

N L NO NOCOM COM

PE PUMP OUTPUT BOILER
COMNO NCL

L
AC 230V

N

N

LN


